












Door Opener
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Model No. 
Power Supply 
Warranted Operation  0 - 40℃
Temperature 
Wiring Type 4 wire type camera wiring
Mount Type Surface mount
Dimension (mm) 295(W)x171(H)x48(D) mm   
Weight (approx.)        1,500g 
LCD   7-inch LCD
Camera Connection KC-C60, KC-MC35, KC-MC20, KC-MC12, KC-MC14, KC-MC30, KC-MC31
Communication Type Duplex handset conversation
Power Consumption 2W(unload), 16W(inload)
Color Memory unavailable
Distance TIV 0.85㎟ cable:100m

with color memory
up to 128 images

Specifications
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Name Brief DescriptionNo  
Melody volume knob

Wall-mounting

Modular Jack

adjusts volume of melody (low to loud)

 a jack for handset connection cord

 a hole for a screw used in fixation of main body in its wall-Fixation 

Power Switch on/off switch for main power supply for monitor
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Door Release terminal 

for DC input (adaptor) - Non-polarity
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Power terminal 
Door Relese switch
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 Name of Connection
port 

A: Camera 1 port
B: Camera 2 port
C: Monitor extension port
D: Sub audio phone (KDP-602G) extension port
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A B
C D

Bottom View
Rear View

Name of Each Part
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KCV-D801 KCV-801R

4W(unload), 18W(inload) 
available 

DC 15V 1.2A AC 100 - 240V
KCV-801

AC 100 - 240V
KCV-D801R
DC 15V 1.2A

■ Door Opener operates with 
      an interlocked camera.
■ Specification for DC power 
     [DC Opener should be used.]

■ Power supply 
    from monitor 

※Option

※Option

Main Monitor Sub Monitor
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KDP-602G

Name of Each Part

System Diagram
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